
CARE & MAINTENANCE

Maintaining the standard mild steel finish

Maintaining the optional mild steel finish

Hot dip galvanised mild steel is a very durable and hard wearing finish. Dirt can 
be washed off with warm water and a mild detergent. Always use clean water 
and cleaning cloths to avoid surface contamination.
After cleaning, any severe marks can be over painted with a cold galvanised, 
(zinc rich) aerosol spray.

Polyester powder coated finishes should be washed down with clean warm 
water and a mild detergent. Minor touching up can be done with an aerosol to 
match the original powder coated colour. Details can be obtained from Street 
Design Limited. More severe damage can be repaired by sanding down, by 
manual or mechanical means, beyond the damaged area, sufficiently far as to 
ensure that any step in the powder coated finish is removed. This will ensure 
that after re-finishing the repair will be difficult to detect.

General

All Waltham planter products are manufactured using quality materials and finishes.
The base frames will be fully welded mild steel and will be hot dip galvanised after fabrication. The 
stainless  steel planter body will be supplied with a mirror polished finish. All products require a varied 
amount of maintenance, depending on the environment, usage and weather conditions.  Galvanised 
steel will only require cleaning. In time, the optional powder coated mild steel will require
re-coating. The stainless steel will only required cleaning.
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Maintaining the stainless steel mirror finish

Stainless steel is naturally corrosion-proof and needs no additional protective 
coating to maintain its gloss and usability for a long time. A certain amount of 
routine maintenance involving cleaning and washing may be required, however, 
to retain the steel surface’s original aesthetic, corrosion-proof qualities.
Outdoors, stainless steel is exposed to a more aggressive environment if 
exposed to;
•  a maritime atmosphere
•  an industrial atmosphere
•  spatter from road salts
•  air pollution and car fumes
Regular cleaning
For outdoor installations, rain will usually wash off accumulated dirt and other 
coatings if the surfaces are sufficiently and freely exposed.
Mirror polished stainless steel can be cleaned using window cleaners. They 
should not contain chlorides (common salt), however.
Cleaning agent
A damp rag or a chamois cloth is usually sufficient for wiping away light dirt, 
fingermarks and the like.
For tougher spots, creamy polishers like Vim cream, can be effective. These 
can also be used for wiping off water spots and can alleviate discolouration. 
Remove this type of residue by rinsing with clean water (preferably the type of 
distilled water used for steam irons and car batteries) and wipe away any 
remaining streaks of polish or watermarks. Do not use scouring powder as it will 
scratch the stainless steel surface.
Do NOT use the following cleaning agents to clean stainless steel;
•  cleaners containing chloride
•  bleaches containing hypochlorite (if accidentally spilled on stainless steel, 
   rinse off immediately using copious amounts of water)
•  silver polish


