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Specification

General

Street Design can manufacture and supply 
planters with integral galvanised mild steel green 
wall screens. Panels of galvanised welded wire 
mesh are bolted to galvanised mild steel RHS 
uprights, complete with strengthening cross 
brace.

Fully welded uprights and cross brace
Uprights - 80x40x5mm mild steel RHS.
Cross brace - 60x40x5mm mild steel RHS.
Fully welded framed mesh panel
Panel frame - 60x30x6mm mild steel angle.
Panel mesh - 200x200x6mm welded mesh.
Fixings
The mesh panels are bolt fixed using M10 cup 
square bolts, with a BZP finish.

Grenadier planters with Green Wall Screens being installed 
to screen the rear walls of retail units

Ref: 1217 PA/GW

Standard finish

As standard the upright frame and mesh panels 
will be hot dip galvanised after fabrication.

Grenadier planters with Green Wall Screen in standard galvanised finish

Mild steel optional finish (single colour)

After fabrication and hot dip galvanising, the 
welded decorative steel frame and the pre-
galvanised mild steel uprights and mesh panels 
can be polyester powder coated, the same colour.
They can be powder coated to any RAL colour 
depending on product quantity and stock levels of 
powder colours.
Depending on stock levels the powders are 
available in 3 gloss levels; gloss, satin and matt.

After fabrication and hot dip galvanising, the 
uprights and mesh panels can be polyester 
powder coated.
Either the uprights or the mesh panels can be 
supplied with a galvanised finish with the other 
picked out in a contrasting colour. Alternatively, 
they can both be powder coated, in contrasting 
colours.

Product sizes 

Mild steel optional finish (two colour)

They can be powder coated to any RAL colour 
depending on product quantity and stock levels of 
powder colours.
Depending on stock levels the powders are 
available in 3 gloss levels; gloss, satin and matt.

Upright frames
As standard, the upright frames are available in 2 
heights, 1580mm and 2080mm above top of 
planter.
Mesh panel widths
As standard, mesh panel are available in 3 
widths, 1120mm, 1620mm and 2120mm.
Mesh panel heights
As standard, mesh panel are available in 2 
heights, 1580mm and 2080mm above the top of 
planter.
Other sizes are available upon request.


